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BIOFILTER ROCK MEDIA 

PART 1 – GENERAL 

1.1 THE REQUIREMENT 

A. The CONTRACTOR shall furnish and install biofilter rock media in accordance with the 
requirements of the Contract Documents. 

B. The CONTRACTOR shall develop means and methods to install the biofilter rock media 
on the biofilter liner, and under, around and on top of the biofilter air distribution 
piping system to prevent damage to the liner and to prevent damage to the air 
distribution piping. 

1.2 CONTRACTOR SUBMITTALS 

A. The CONTRACTOR shall submit to the ENGINEER samples of the biofilter rock media 
proposed to meet these specifications. Provide not less than three cubic feet of 
material as samples.  Samples shall be provided in sealed 5-gallon pails. 

B. Provide gradation tests on the proposed rock media.  Gradation shall be based on not 
less than one cubic yard of the screened and washed rock media. 

C. Provide test results of a sodium sulfate soundness test of the proposed rock media.  
Sodium sulfate soundness test results shall show not more than 3 percent of material 
loss. 

PART 2 – PRODUCTS 

2.1 BIOFILTER ROCK MEDIA 

A. Biofilter rock media shall be round river rock, screened and washed to meet the 
following requirements: 

1. The biofilter rock media shall be processed through screens to meet the 
following screen gradation requirement: 

Percent Passing a 3.0-inch screen:              100 percent 

Percent Retained on 1-inch screen:              98 percent 

2. The biofilter rock media shall be washed during screening to remove sand and 
grit. 

PART 3 – EXECUTION 

3.1 DELIVERY AND HANDLING 

A. The CONTRACTOR shall take measures to prevent the rock media from becoming 
contaminated with dirt or other fines during transport, off loading at the site and 
during installation. 
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3.2 INSTALLATION 

A. Rock media shall be installed using cranes and rock buckets and other measures as 
required.  The maximum height of drop of rock media into the biofilter and onto the 
air distribution piping system shall be no more than 2-feet, and under any 
circumstance, any damage to Work in place shall be repaired by the CONTRACTOR at 
no additional cost to the OWNER. 

B.  Rock media shall be installed to the depths and elevations shown.  The top of the rock 
media shall be hand-raked to a level condition. 

BIOFILTER MEDIA BARRIER 

PART 1 - GENERAL 

1.1 THE REQUIREMENT 

A. The CONTRACTOR shall furnish and install the biofilter media barrier in the areas 
shown. All work shall be done on strict accordance with the Contract Documents and 
reviewed shop drawings. 

B.  Sufficient material shall be furnished to cover all surfaces of the biofilter rock media 
areas shown, including seam overlaps and extend 6-inches vertically up each wall and 
column. One percent shall be added to the length of each panel to allow for shrink 
and wrinkles. The barrier shall be installed in a relaxed condition and shall be free of 
tension or stress upon completion of the installation. 

C. The biofilter media barrier shall be installed on top of the biofilter rock media to 
separate it from the overlying biofilter media 

1.2 CONTRACTOR SUBMITTALS 

A. The CONTRACTOR shall submit to the ENGINEER sample(s) of the biofilter media 
barrier proposed to meet these specifications. Provide a sample not less than 8" x 11" 
of biofilter media barrier material. 

B. The CONTRACTOR shall furnish to the ENGINEER for review and approval, six (6) 
copies, plus one electronic copy, of shop drawings with details, catalog cut sheets, data 
sheets and similar items. 

C. Submittals reviewed by the ENGINEER will be returned, stamped with the following 
classifications: 

1. "No Exceptions Taken" - There are no notations or comments on the submittal 
and, in our opinion, the submittal meets the requirements of the Contract 
Documents and the CONTRACTOR may release the item for production. 
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2. "Make Corrections Noted" - Notations have been made on the submittals to 
insure conformance with the Contract Documents. The CONTRACTOR may 
release the item for production in accordance with the notations. 

3. "Not Approved" - The submittal does not meet the requirements of the 
Contract Documents. The CONTRACTOR must submit the specified product. 

4. "Revise and Resubmit" - When the material submitted is incorrect or 
insufficient to review properly and it is necessary to see the complete package 
again. 

5. "Rejected" - The item or items submitted do not meet the requirements of the 
Drawings and Specifications and will not receive further consideration by the 
ENGINEER. Each rejected submittal must be replaced by a new submittal 
containing item or items in conformance with the drawings or specifications. 

PART 2 - PRODUCTS 

2.1 BARRIER MATERIAL 

A. Barrier material shall conform to the following requirements. 

1. Barrier material shall be manufactured by extruding two sets of polyethylene 
strands to form a three (3) dimensional structure. The polyethylene shall 
contain stabilizers to prevent ultraviolet light degradation. 

2. Properties: 

a. Resin Density:          ASTM D 1505 0.94 g/cubic centimeter (min) 

b. Resin Melt Index:       ASTM D 1238 1.0 g/10 minutes (max) 

c. Carbon Black Content:  ASTM D 1603 2 Percent (min) 

d. Thickness:             ASTM D 1777 0.20 inches (min) 

e. Mass per Unit Area:    ASTM D 3776 0.160 lbs/ft2 (min) 

f. Opening Size:                       0.375 x 0.375 inch (max) 

g. Tensile Strength:       ASTM D 1682 42 lbs/inch (min)  

3. Barrier material shall be furnished in standard full rolls with dimension per roll 
of 80.5 inches   wide by 200 feet long. Excess material from rolls shall be 
turned over to the OWNER. 

B. Manufacturer: Barrier material shall be as manufactured by Industrial 
Netting XB-8310, or approved equal.
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PART 3 - EXECUTION 

3.1 INSTALLATION 

A. General:  The biofilter media barrier material shall be installed in accordance with the 
following Specifications and approved procedures submitted with the shop drawings. 

B. Subgrade Preparation:  Media barrier installation shall not begin until the rock media 
has been leveled and approved. 

C. Barrier Installation:  The barrier shall be placed over the prepared rock media in such 
a manner as to provide a minimum of 12-inch overlap of all barrier edges with adjacent 
sections of barrier  material.  Two-foot wide sections shall be cut from the end of 
the barrier material rolls for installation at wall, with 6-inches being placed vertically 
up the wall and 18-inch lying flat and overlapping barrier material previously placed 
on top of the rock media.  Sections of barrier material shall be cut and installed at 
columns.  Barrier material installed at columns shall be  fastened to columns 
with 316 stainless steel draw band. 

D. Field Inspection:  Upon completion of each media barrier installation, the ENGINEER 
shall inspect and approve the installation before installation of biofilter media 
material.  Installation  deficiencies shall be corrected as identified by the ENGINEER. 

BIOFILTER MEDIA 

PART 1 – GENERAL 

1.1 THE REQUIREMENT 

A. The CONTRACTOR shall furnish and install biofilter media in accordance with the 
requirements of this Section.  

B. Biofilter media shall be furnished in sufficient quantity to fill the biofilters to an 
unsettled depth of 3.0 feet.  Media shall be installed in a uniform and uncompacted 
state. It is understood  that the installed biofilter media will settle over time and that 
the depth of media required will be  as measured at the date of media installation. 

C. The biofilter media component materials and final biofilter media mixture shall be 
approved as  to materials and gradation by the ENGINEER prior to production. 

D.  Biofilter media shall be processed to produce a uniform product. 

1.2 CONTRACTOR SUBMITTALS AND MEDIA APPROVAL PROCESS 

A. Preliminary Submittals 

1. Samples:  The CONTRACTOR shall submit to the ENGINEER samples of the 
biofilter media components and biofilter media mixture proposed to meet 
these specifications.  Samples shall be provided in sealed 5-gallon pails.  
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C. Biofilter Media Trial Production Batch:  The media supplier shall prepare a 10-
cubic yard trial  biofilter media production batch for review by the ENGINEER.  
The trial production batch shall be produced employing the equipment and 
methods that will be employed to produce the final biofilter media.  The media 
supplier shall perform and submit a gradation analysis on a representative 
sample from the trial biofilter media batch prior to ENGINEER review of the 10-
cubic yard trial batch.  The sample size shall be not less than 3 cubic feet. 

D. Approved Media Mixture Gradation:  Following review of the trial production 
batch and gradation analysis the ENGINEER will either approve the media 
mixture gradation as submitted or amend the gradation deemed necessary to 
meet the project requirements. Minor adjustments shall be provided at no 
additional cost to the OWNER. 

1.3 QUALITY CONTROL 

A. The CONTRACTOR shall sample and test the media during production as described 
herein.  The CONTRACTOR shall also undertake such additional testing as it deems 
necessary to ensure  compliance with the approved media mixture gradation. 

B. The CONTRACTOR shall, during media production, collect and test media samples 
from each 100 cubic yards (or a higher level of testing as it deems necessary) of 
biofilter media mixture to verify compliance with the approved media mixture 
gradation.  CONTRACTOR shall submit proof of satisfactory media production test 
results to the ENGINEER as media production progresses. 

1. Gradation Analysis Test Sieves and Weight Scale:  CONTRACTOR shall provide 
two identical sets of sieves with exposed sieve screen surface area measuring 
18-inch by 18-inch.  Sieve frames shall be constructed of kiln dried cedar, 2" x 
6" dimension lumber, surfaced four sides, with mitered corners to form 
frames.  The sieve screen material shall be securely fastened to the frame.  
One set of sieves shall be used at the media production facility to conduct 
gradation analyses and one set shall be delivered to the ENGINEER for job-site 
use.  The CONTRACTOR shall furnish a suitable weighing scale (balance beam 
or other approved type) for CONTRACTOR and ENGINEER use at the site. 

2. The gradation analyses shall be performed, and resulting data (not samples) 
submitted to the ENGINEER as specified in paragraph 1.2.A.2. 

3. Media that fails to meet the approved media mixture gradation shall be 
detected by the CONTRACTOR at the media production facility. Such media 
shall be reprocessed and corrected prior to delivery to the project site.
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4. The CONTRACTOR shall perform 5 gradation analyses tests on delivered media 
from random samples selected by the ENGINEER. Test results shall be hand 
tabulated and submitted to the ENGINEER prior to installation of tested media. 
Media delivered to the site that fails to meet the approved media mixture 
gradation shall be replaced by the CONTRACTOR at no additional cost to the 
OWNER.  ENGINEER may perform additional tests as it deems appropriate. 

PART 2 - PRODUCTS 

2.1 BIOFILTER MEDIA 

A. General: Biofilter media shall be comprised of forest industry waste materials 
that are specifically processed to meet the requirements specified herein. The 
media shall be a mixture of two processed media components. Each media 
component shall be processed specifically for this project and shall be 
independently stockpiled prior to mixing. The mixing process used to combine 
the two media components shall be controlled to produce a uniform mixture 
for the entire quantity of biofilter media required for this project. Following 
mixing, the media shall be stockpiled and stabilized at the media production 
facility for a one-month period. Stabilization shall be comprised of a one-
month aging period and turning the stockpiled media three times, once every 
7 days after production of the entire project quantity. Turning shall be 
accomplished by exchanging the core of the stockpile with the exterior of the 
stockpile and vice versa. 

B. Media Component Requirements: The origin of media components shall be all 
organic materials, wood based, with no chemical or animal manure additives. 
Raw materials shall be aged in the media supplier yard for at least one month 
prior to processing for this project. Major and minor components of the 
bioflter media are described below: 
 

1. Major Component: The major media component shall be processed 
from raw materials generally available from the log debarking process 
employed in the lumber milling industry. The raw material is referred 
to herein as "Wood Hog" and is considered to be an approximate 
mixture of 70% wood fibers and 25% bark fibers. After processing for 
this project, this major component shall constitute approximately 95% 
of the required media volume as measured on a Loose-Pile Volume 
Basis. "Loose-Pile Volume Basis" shall mean the volume as measured 
in a pile of processed material resulting from dropping the processed 
material from the end of an elevated conveyor belt. This component 
of the media shall meet the following additional requirements: 

a. The raw materials shall be from stockpiles aged one month or 
longer and shall be free of odors.
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b. A sample of wood material, when subjected to gradation 
analysis shall be shredded wood (no Cedar or Eucalyptus) and 
have the following gradation: 

Less than 1" - Max. 10% 
1" - 3" - Max. 20% 
3" - 6" - Max. 60%  
Over 6" - Max. 10% 

c. The majority of the retained wood and bark particles shall be 
fibrous with a general splintered or crushed appearance. The 
retained particles will have some adhering fine particles that 
were not removed during the mechanical screening process. 

d. A sample of bark material, when subjected to a gradation 
analysis shall be Nugget Bark (Fir Bark) and the following 
gradation: 

Less than 1/2" - Max. 10% 
1/2" - 2" - Max. 20% 
2" - 4" - Min. 60% 
Over 4" - Max. 10% 

2. Minor Component: The minor media component shall be processed 
from compost material produced by the media supplier and shall be 
free of green materials. After processing for this project, this minor 
processed component shall constitute approximately 5% of the 
required media volume as measured on a Loose-Pile Volume Basis. 
"Loose-Pile Volume Basis" shall mean the volume as measured in a pile 
of processed material resulting from dropping the processed material 
from the end of an elevated conveyor belt. This component of the 
media shall meet the following additional requirements: 

a. The compost material shall be the product of a thermophilic 
aerobic decomposing process and shall be rated for use in 
domestic home and garden applications. The material shall be 
adequately stabilized so as to be free of odors. 

b. The material shall be wood materials and biosolids aerobically 
composted and stabilized with the following gradation: 

Less than 1/2" - Min. 50% 
Over 1/2" - Max. 50% 

C. Component Mixing: The major and minor media components shall be 
blended together to produce a uniform homogeneous mixture for the 
entire quantity of biofilter media required on the project. 
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2.2 MEDIA SUPPLIERS, OR-EQUAL 

A. Named Media Suppliers: Three potential sources for the supply of media are named 
below.  These suppliers are believed to have the necessary facilities and resources to 
produce the biofilter media in accordance with this Section. 

1. O.F. Wolfinbarger, Inc. 5675 Francis Ave., Chino, CA 91710. 

2. McFarlane's Bark, Inc. 13345 S.E. Johnson Road, Milwaukie, Oregon 97222. 

3. Rexius Forest By-Products, Inc. 750 Chambers St. Eugene, Oregon 97402.  

B. Or-Equal Media Suppliers: Alternate media suppliers having necessary facilities and 
resources to produce the biofilter media in accordance with this Section may be 
proposed. 

PART 3 - EXECUTION 

3.1 DELIVERY AND HANDLING 

A. The CONTRACTOR shall take measures to prevent the media from becoming 
contaminated with dirt or other foreign matter during transport, offloading at the site, 
handling, and during installation.  Media shall be delivered and offloaded at the site 
by the media supplier.  Media shall not be dumped into the biofilters from delivery 
vehicles.  Media shall be offloaded at the site for CONTRACTOR re-handling and 
installation. The CONTRACTOR shall direct the media  supplier deliveries as 
necessary to accommodate the CONTRACTOR's biofilter media and irrigation system 
installation schedule.  Media handling methods shall prevent reducing the media 
particle size gradation. 

3.2 INSTALLATION 

A. The CONTRACTOR shall install the media employing means and methods that result 
in the media being placed in a uniformly loose and uncompacted state throughout the 
entire media volume in each biofilter.  (Note:  Specialized high-speed spreading 
conveyor belt type equipment has been successfully employed to install media on 
other projects.)  No direct equipment or foot traffic will be allowed on the media during 
or after installation.  Work that must be performed inside the biofilters during or after 
media installation (such as irrigation system installation Work) shall be accomplished 
by placing 3/4-inch thick by 4-foot by 8-foot plywood sheets on top of the media at 
work areas, and other CONTRACTOR determined means and methods as necessary to 
limit media surface loading below 10 pounds per square foot.  Media installations that 
fail to meet these criteria shall be removed and reinstalled by the CONTRACTOR at no 
additional cost to the OWNER.  The top of the installed media shall be level to within 
+/- 0.10 foot. 
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SUPPLEMENTARY SPECIAL PROVISIONS 

APPENDICES 
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APPENDIX A 

NOTICE OF EXEMPTION 
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APPENDIX B 

FIRE HYDRANT METER PROGRAM 
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APPENDIX C 

MATERIALS TYPICALLY ACCEPTED BY CERTIFICATE OF COMPLIANCE 
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MATERIALS TYPICALLY ACCEPTED BY CERTIFICATE OF COMPLIANCE 

1. Soil amendment 

2. Fiber mulch 

3. PVC or PE pipe up to 16 inch diameter 

4. Stabilizing emulsion 

5. Lime 

6. Preformed elastomeric joint seal 

7. Plain and fabric reinforced elastomeric bearing pads 

8. Steel reinforced elastomeric bearing pads 

9. Waterstops (Special Condition) 

10. Epoxy coated bar reinforcement 

11. Plain and reinforcing steel 

12. Structural steel 

13. Structural timber and lumber 

14. Treated timber and lumber 

15. Lumber and timber 

16. Aluminum pipe and aluminum pipe arch 

17. Corrugated steel pipe and corrugated steel pipe arch 

18. Structural metal plate pipe arches and pipe arches 

19. Perforated steel pipe 

20. Aluminum underdrain pipe 

21. Aluminum or steel entrance tapers, pipe downdrains, reducers, coupling bands and slip joints 

22. Metal target plates 

23. Paint (traffic striping) 

24. Conductors 

25. Painting of electrical equipment 

26. Electrical components 

27. Engineering fabric 

28. Portland Cement 

29. PCC admixtures 

30. Minor concrete, asphalt 

31. Asphalt (oil) 

32. Liquid asphalt emulsion 

33. Epoxy 
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APPENDIX D 

SAMPLE CITY INVOICE WITH SPEND CURVE 
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APPENDIX E 

LOCATION MAP 















EMERGENCY RELEASE FOLLOW-UP NOTICE 

REPORTING FORM INSTRUCTIONS 
GENERAL INFORMATION: 

Chapter 6.95 of Division 20 of the California Health and Safety Code requires that written emergency release follow-up 

notices prepared pursuant to 42 U.S.C. § 11004, be submitted using this reporting form. Non-permitted releases of 

reportable quantities of Extremely Hazardous Substances (listed in 40 CFR 355, appendix A) or of chemicals that require 

release reporting under section 103(a) of the Comprehensive Environmental Response, Compensation, and Liability Act 

of 1980 [42 U.S.C. § 9603(a)] must be reported on the form, as soon as practicable, but no later than 30 days, following a 

release.  The written follow-up report is required in addition to the verbal notification. 

  

BASIC INSTRUCTIONS: 

 The form, when filled out, reports follow-up information required by 42 U.S.C § 11004. Ensure that all information 

requested by the form is provided as completely as possible. 

 If the incident involves reportable releases of more than one chemical, prepare one report form for each chemical 

released. 

 If the incident involves a series of separate releases of chemical(s) at different times, the releases should be reported 

on separate reporting forms. 

 

SPECIFIC INSTRUCTIONS: 

Block A: Enter the name of the business and the name and phone number of a contact person who can provide detailed 

facility information concerning the release. 

 

Block B: Enter the date of the incident and the time that verbal notification was made to OES. The OES control number is 

provided to the caller by OES at the time verbal notification is made. Enter this control number in the space provided. 

 

Block C: Provide information pertaining to the location where the release occurred. Include the street address, the city or 

community, the county and the zip code.  

 

Block D: Provide information concerning the specific chemical that was released. Include the chemical or trade name and 

the Chemical Abstract Service (CAS) number. Check all categories that apply. Provide best available information on 

quantity, time and duration of the release. 

 

Block E: Indicate all actions taken to respond to and contain the release as specified in 42 U.S.C. § 11004(c). 

 

Block F: Check the categories that apply to the health effects that occurred or could result from the release. Provide an 

explanation or description of the effects in the space provided. Use Block H for additional comments/information if 

necessary to meet requirements specified in 42 U.S.C. § 11004(c). 

 

Block G: Include information on the type of medical attention required for exposure to the chemical released. Indicate 

when and how this information was made available to individuals exposed and to medical personnel, if appropriate for the 

incident, as specified in 42 U.S.C. § 11004(c). 

 

Block H: List any additional pertinent information. 

 

Block I: Print or type the name of the facility representative submitting the report. Include the official signature and the 

date that the form was prepared. 

 

MAIL THE COMPLETED REPORT TO:  

State Emergency Response Commission (SERC)  

Attn: Section 304 Reports  

Hazardous Materials Unit 

3650 Schriever Avenue 

Mather, CA 95655 
 

NOTE:  Authority cited: Sections 25503, 25503.1 and 25507.1, Health and Safety Code. Reference: Sections 25503(b)(4), 

25503.1, 25507.1, 25518 and 25520, Health and Safety Code. 
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B. AMI Antenna attached to Endpoint (antenna not always required), see Photo 2: 

Photo 2 

  

Network Devices, see Photo 3: 

Photo 3 
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The AMI device ERT/Endpoint/Transmitter shall be positioned and installed as discussed in this 
Appendix. If the ERT/Endpoint/Transmitter is disturbed, it shall be re-installed and returned to its 
original installation with the end points pointed upwards as shown below in Photo 5.  

The PUD’s code compliance staff will issue citations and invoices to you for any damaged AMI 
devices that are not re-installed as discussed in the Contract Document 
Photo 5 below shows a typical installation of an AMI endpoint on a water meter. 
 

Photo 5 

 
 

Photo 6 below is an example of disturbance that shall be avoided: 

 

Photo 6 
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Photo 8 
 
 

             
 
 
 

Photo 9 

 

             
 

If you encounter any bad installations, disconnected/broken/buried endpoints, or 
inadvertently damage any AMI devices or cables, notify the Resident Engineer immediately. 
The Resident Engineer will then immediately contact the AMI Project Manager, Arwa Sayed, 
at (619) 362-0121. 

Network Device 
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BIDDER’S GENERAL INFORMATION 

To the City of San Diego: 

Pursuant to "Notice Inviting Bids", specifications, and requirements on file with the City Clerk, and 
subject to all provisions of the Charter and Ordinances of the City of San Diego and applicable laws 
and regulations of the United States and the State of California, the undersigned hereby proposes to 
furnish to the City of San Diego, complete at the prices stated herein, the items or services hereinafter 
mentioned.  The undersigned further warrants that this bid is not made in the interest of, or on behalf 
of, any undisclosed person, partnership, company, association, organization, or corporation; that the 
bid is genuine and not collusive or sham; that the bidder has not directly or indirectly induced or 
solicited any other bidder to put in a false or sham bid, and has not directly or indirectly colluded, 
conspired, connived, or agreed with any bidder or anyone else to put in a sham bid, or that anyone 
shall refrain from bidding; that the bidder has not in any manner, directly or indirectly, sought by 
agreement, communication, or conference with anyone to fix the bid price of the bidder or any other 
bidder, or to fix any overhead, profit, or cost element of the bid price, or of that of any other bidder, 
or to secure any advantage against the public body awarding the contract of anyone interested in the 
proposed contract; that all statements contained in the bid are true; and, further, that the bidder has 
not, directly or indirectly, submitted his or her bid price or any breakdown thereof, or the contents 
thereof, or divulged information or data relative thereto, or paid, and will not pay, any fee to any 
corporation, partnership, company, association, organization, bid depository, or to any member or 
agent thereof to effectuate a collusive or sham bid. 

The undersigned bidder(s) further warrants that bidder(s) has thoroughly examined and understands 
the entire Contract Documents (plans and specifications) and the Bidding Documents therefore, and 
that by submitting said Bidding Documents as its bid proposal, bidder(s) acknowledges and is bound 
by the entire Contract Documents, including any addenda issued thereto, as such Contract 
Documents incorporated by reference in the Bidding Documents. 
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CONTRACTOR CERTIFICATION 

  

EQUAL PAY ORDINANCE CERTIFICATION 

Contractor shall comply with the Equal Pay Ordinance (EPO) codified in the San Diego Municipal Code 
(SDMC) at section 22.4801 through 22.4809, unless compliance is not required based on an exception 
listed in SDMC section 22.4804. 

Contractor shall require all of its subcontractors to certify compliance with the EPO in their written 
subcontracts.  

Contractor must post a notice informing its employees of their rights under the EPO in the workplace 
or job site.  

By signing this Contract with the City of San Diego, Contractor acknowledges the EPO requirements 
and pledges ongoing compliance with the requirements of SDMC Division 48, section 22.4801 et seq., 
throughout the duration of this Contract.  
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LIST OF SUBCONTRACTORS 

In accordance with the requirements of the "Subletting and Subcontracting Fair Practices Act", Section 4100, of the California Public Contract Code (PCC), the Bidder is to list below 
the name, address and license number of each Subcontractor who will perform work, labor, render services or specially fabricate and install a portion [type] of the work or 
improvement, in an amount of or in excess of 0.5% of the Contractor's total Bid.  Failure to comply with this requirement may result in the Bid being rejected as non-responsive. The 
Contractor is to list only one Subcontractor for each portion of the Work.  The Bidder's attention is directed to the Special Provisions - General; Paragraph 2-3 Subcontracts, which 
stipulates the percentage of the Work to be performed with the Bidder’s own forces.  The Bidder is to also list all SLBE, ELBE, DBE, DVBE, MBE, WBE, OBE, SDB, WoSB, HUBZone, and 
SDVOSB Subcontractors for which the Bidders are seeking recognition towards achieving any mandatory, voluntary, or both subcontracting participation percentages. 

NAME, ADDRESS AND TELEPHONE NUMBER OF 
VENDOR/SUPPLIER 

DIR Registration 
Number 

MATERIALS OR 
SUPPLIES 

DOLLAR VALUE 
OF MATERIAL 
OR SUPPLIES 

 

SUPPLIER 
(Yes/No) 

MANUFACTURER 

(Yes/No) 

MBE, WBE, DBE, 
DVBE, OBE, ELBE, 
SLBE, SDB, WoSB, 

HUBZone, OR 
SDVOSB 

WHERE 
CERTIFIED 

Name:  

Address:   

City:   State:  

Zip:   Phone:  

Email:  

      

Name:  

Address:   

City:   State:  

Zip:   Phone:  

Email:  

      

 As appropriate, Bidder shall identify Subcontractor as one of the following and shall include a valid proof of certification (except for OBE, SLBE and ELBE): 

Certified Minority Business Enterprise  MBE Certified Woman Business Enterprise  WBE 
Certified Disadvantaged Business Enterprise  DBE Certified Disabled Veteran Business Enterprise  DVBE 
Other Business Enterprise OBE Certified Emerging Local Business Enterprise ELBE 
Certified Small Local Business Enterprise SLBE Small Disadvantaged Business  SDB 
Woman-Owned Small Business WoSB HUBZone Business HUBZone 
Service-Disabled Veteran Owned Small Business SDVOSB 

 As appropriate, Bidder shall indicate if Subcontractor is certified by: 

City of San Diego CITY State of California Department of Transportation CALTRANS 
California Public Utilities Commission  CPUC  
State of California’s Department of General Services CADoGS City of Los Angeles LA 
State of California CA U.S. Small Business Administration  SBA 

The Bidder will not receive any subcontracting participation percentages if the Bidder fails to submit the required proof of certification. 
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